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AUTOMASTER AM-106B
Tyre Changer
• Great machine for mechanical workshop

• Side swinging head for space saving operation

• Rust free stainless steel bead breaking cylinder

• Quality water trap and oiler

• Single speed turntable rotates in both directions

• Includes tyre infl ation gauge, lube brush, tyre lube and heavy 
duty tyre lever

• Includes plastic jaw protectors , head inserts and clip on rim 
proctor

AUTOMASTER AM-202IT
Tyre Changer
• Great machine for mechanical workshop or small tyre shop

• Suitable for alloy & steel wheels

• Rust free stainless steel bead breaking cylinder

• Pneumatic tilting post

• Quality water trap and oiler

• Extra heavy duty shafts to avoid distortion

• Pneumatic locking mechanism automatically gives vertical and 
horizontal clearance from the rim

• Includes lube brush, tyre lube & HD tyre lever

• Tubeless air blast infl ation system

SPECIFICATIONS

Rim clamping 10” ‐ 22” External
12”‐ 24” Internal

Max wheel diameter 1000 mm (39”)

Max wheel width 340 mm (13”)

Bead‐breaker cylinder force 3000 kg

Max operating pressure 10 bar (140 psi)

Power supply 220V

Warranty 1 Year

SPECIFICATIONS

Rim clamping 10” ‐ 22” External 
12”‐ 24” Internal

Max wheel diameter 1000 mm (39”)

Max wheel width 340 mm (13”)

Bead‐breaker cylinder force 3000 kg

Max operating pressure 10 bar (140 psi)

Power supply 220V/380V

Warranty 1 Year

OPTIONAL BEAD 
DEPRESSING ROLLER

STANDARD 
ACCESSORIES

STANDARD 
ACCESSORIES

OPTIONAL 
HELPER ARMS

3ph = 2 SPEED MOTOR
1ph = SINGLE SPEED MOTOR


